
Sound Solutions Ltd
Unit 15 Tavis House Ind. Est. | Aylesbury  

Buckinghamshire | HP17 8ZD

+44 (0) 1491 638 906
info@soundsolutionsltd.co.uk | www.soundsolutionsltd.co.uk

Sound Solutions Ltd | Unit 15 Tavis House Ind. Est. | Aylesbury | Buckinghamshire | HP17 8ZD | +44 (0) 1491 638 906 | info@soundsolutionsltd.co.uk | www.soundsolutionsltd.co.uk

::  SOUNDSTRETCH 56 | 3D PERSPECTIVE VIEW @ CEILING
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SoundStretch 34
CLASS C SOUND ABSORBER
SoundStretch 56 & Above
CLASS A SOUND ABSORBER

Scale: Actual Size 1mm = 1mm @ A4
NB: Print PDF with "Page Scaling" set to "None" in order to print to scale

SUSPENDED CEILING - ALSO COULD 
RECEIVE SAME SoundStretch 
TREATMENTS FOR A SEAMLESS MATERIAL 
JUNCTION

PERIMETER AND MDF PACKER PRE-WRAPPED 
IN PANEL FACE FABRIC OR CONTRASTING 

FABRIC COLOURS

SoundWall CARPET EUROCLASS B, S2, d0 FIRE PERFORMANCE DIRECT APPLIED WALL 
CARPET AVAILABLE IN A WIDE RANGE OF COLOURS AND FINISHES INCLUDING COLOUR 
MATCHING ALL SUBJECT TO MINIMUM ORDER QUANTITIES

::  SOUNDSTRETCH 56 | SECTION THRU PANEL @ CEILING
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FIRE RETARDANT PERIMETER 
EXTRUSION FIXED TO MDF PACKER 

SoundStretch ACOUSTICALLY 
TRANSPARENT FABRIC EUROCLASS B, 
S1, d0 FIRE PERFORMANCE INHERENTLY 
FLAME RETARDANT TREVIRA CS FABRIC 
AVAILABLE IN A WIDE RANGE OF 
COLOURS AND FINISHES INCLUDING 
COLOUR MATCHING AND DIGITAL 
PRINTING.

PACKER FIXED BACK TO WALL OR 
CEILING SUBSTRATE.

SoundStretch 34
O/A 34MM THICKNESS - NO PACKER 
25MM OF ACOUSTIC CORE 
SoundStretch 56 (SHOWN HERE)
O/A 56MM THICKNESS - 22MM PACKER 
50MM OF ACOUSTIC CORE 
SoundStretch 81
O/A 81MM THICKNESS - 47MM PACKER 
75MM OF ACOUSTIC CORE 
SoundStretch 110
O/A 110MM THICKNESS - 76MM 
PACKER 100MM OF ACOUSTIC CORE 
SoundStretch 210
O/A 210MM THICKNESS - 176MM 
PACKER
200MM OF ACOUSTIC CORE
OTHER THICKNESSES AND DENSITIES 
ARE READILY AVAILABLE TO SUIT 
BESPOKE ACOUSTIC REQUIREMENTS. 
MINERAL WOOL ACOUSTIC CORE 
ACHIEVES EUROCLASS A1 FIRE 
PERFORMANCE (INCOMBUSTIBLE)

WALL SUBSTRATE CONCRETE / 
BLOCKWORK OR DOUBLE LAYER HIGH 
DENSITY PLASTERBOARD ON TIMBER / 
METAL STUD AS SHOWN

CEILING
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